HIGH CAPACITY HC201 - 20,000 BTUH
230V AND 480V MODELS

COLD AIR SUPPLY
RETURN AIR IN

56.09 (230V)

9.60 (USED ON 480V MODELS ONLY)

5.43 MINIMUM CLEARANCE BOTH SIDES

DIGITAL TEMPERATURE CONTROLLER
COLD AIR DISCHARGE TO ENCLOSURE (ANGLED DOWNWARD)
EASY MOUNT FLANGE ASSISTS PLACEMENT; UNIT INITIALLY HUNG ON RETURN AIR OPENING
RETURN AIR INTAKE

2.45 2" FILTER

OPTIONAL 2" PLEATED FILTER.

65.69 (480V)

1.500

5.43 MINIMUM CLEARANCE BOTH SIDES

GASKET LOCATION

POWER SWITCH
230V POWER INPUT TERMINAL BLOCK LOCATION
CD MODEL TEMPERATURE CONTROLLER CORD FEED-THRU

CONDENSATE EMERGENCY OVERFLOW 11/16-16 STRAIGHT THREAD MAXIMUM THREAD DEPTH .31"

AMBIENT AIR IN. REUSABLE FILTER. 1) SLIDING 3/8" FRAME STANDARD 2) 2" FRAME FOR PLEATED FILTER OPTIONAL

2.45 2" FILTER

DIARY CONTACT OPTION

AMBIENT EXHAUST

SECTION BELOW LINE ON 480V MODELS ONLY

480V POWER INPUT TERMINAL BLOCK LOCATION

GASKET LOCATION

TEMPLATE VIEW (FROM INSIDE ENCLOSURE) FOR CUTOUT AND BOLT PATTERN SEE CUTOUT TEMPLATE

TITLE BLOCK

ACTUAL FEATURE LOCATION MAY VARY WITHIN CUTOUT.