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11.79 15.00

EASY HANG TABS
MAY NOT BE 
PRESENT ON 

OLDER MODELS

A

DETAIL A
120V/230V MODELS

POWER SWITCH - SWITCHES 
ONLY COMPONENT POWER.
MAIN TRANSFORMER AND 
TERMINAL BLOCK REMAIN 
ENERGIZED.

OD MODEL TEMPERATURE 
CONTROLLER CORD FEED-THRU

DRY CONTACT OPTION

RETURN
AIR IN

COLD 
AIR 
SUPPLY

CONDENSATE EMERGENCY OVERFLOW
11/16-16 STRAIGHT THREAD

MAXIMUM THREAD DEPTH .31"

44.63
(480V)

8.63
(USED ON 480V
MODELS ONLY)

480V POWER INPUT
TERMINAL BLOCK LOCATION

1.96
2" OPTIONAL FILTER

2.00
CLEARANCE
BOTH SIDES

.44

.38

TEMPLATE VIEW
(FROM INSIDE
ENCLOSURE)

FOR CUTOUT AND
BOLT PATTERN
SEE CUTOUT
TEMPLATE

AMBIENT AIR IN.
REUSABLE FILTER:
1) SLIDING 1" FRAME STANDARD 
2) 2" FRAME FOR PLEATED FILTER OPTIONAL

OPTIONAL 2" PLEATED FILTER.

SECTION BELOW LINE
ON 480V MODELS ONLY

CHASSIS GROUND

POWER INPUT
TERMINAL BLOCK
(120V/230V ONLY)
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NARROW EDGE NE050 AND NE060
120V AND 230V MODELS:
BOTTOM VIEW OF CHASSIS
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